Material Safety Data Shest
May be used to comply with
OSHA's Hazard Communication Standard,

U.S. Department of Labor

Occupstional Sefety and Health Administration

&

Beotion V — Reacjivity Data

{Non-Mandatory Form) Stabiiity Unstable Condllions to Avoid

29 CFR 1910.1200. Standard musi be Form Approved
consulted for specific requirements, OMB No, 1218-0072 Stable %
IDENTITY {/;s Used on Labs! and List) Noto: Blank spaces are not permitted. i any ftem is not apphcable, or no tncompatibllity (Materials fo Avold)

Shofu Dura-White Stones i Information Is avallabls, the space must be marked to ngicas that, None

: m B position of Byproduct

Section | yp None ’
Manutacturer's Nama Emergsncy Telephone Number Hazardous « [ May Octur Condilions lo Avold

Shofu Dental Corporation 1-800-535-5053 Polymertzation ; .
Address (Number, Sirest. Clty, Stafe, and 2IP Code) Telephone Number lor Information Will Not Oceur X - '

1225 Stone Drive, San Marcos, CA 92078 760-736-3277

Date Prepared

OCTOBER 1, 2002

Slgnalure of Preparer (optional) )

Sectlon Il — Hazardous Ingredients/identity Information

Hazardous Components (Speciiic Ct

Other Limits

identity: Common Name(s)) led % (optional)

OSHA PEL ACGIH TLV

Section VI — Health Hazard Data

- - rper SKin? Ingestion?
Route{s) of Entry: lnh_ulpn? Possible n N/A nge: Possible

Health Hazards (Acute and Chronk) g oot doun of aluminum oxide during use will result in dust classi-

fied as Inert or nuisance dust and has little adverse effect on lungs. (AGGIH Threshold

Limit Values and Biological Exposure Indicea for 1987-1988.)

Carcinogentcity: NTP? IARC Monographs? OSHA Regulated?

Signs and Bymploms of Expasure No data ]

Yo hazardous material is present in concentration greater than 17 (.1% for carcinogens)

Medical Condtiions

Generally Aggravated by Exposure No data

gency and First Ald Procedures

.. Lf inhalation over-exposure of nuisance dust occurs, remove to
fresh air and contact a physician if necessary

Seclion VIl — Precautions for Safe Handiing and Use
Steps to Be Taken in Case Materlal Is Released or Spilléd

N/A
Sectlon Ml — Physlical/Chemical Characteristics .
Bolling Polnt Speciflc Qravity (H0 = 1)
N/A N/A Waste Dispossl Mshod ,
Vapor Pressure fmm Fg) foting Pomt Disposal in accordance with federal, state and local regulations
] N/A N/A
Vapor Denslty {AIR « 1) : Evaporation Rale
N/A {Butyl Acstete = 1) N/A Precautions to Bs Taken in Handling and Stofing ¢ In a dry place. Take measures to insure against
Solubility In Water :
insoluble mechanical damage. Store In accordance with ANSI B7.1
A H N
ppearance snd Odor Hard, smooth, white stone Other Precatllons e 1n accordance with instructlions regarding rotating speed.
Sectlon IV — Fire and Explosion Hazard Data :
Flash Pornt (Method Usad) Flammabis Limits LEL / I UEL /a Sectlon VIl — Control Measures
N/A N/a N Raspiratary P
ty Protection (Speciy Type}
Extingulshing Media . NIOSH or OSHA approved dust respirator may be required (OSHA-29-CFR-1910-134)
N/A Verialion Local Exhaust tilige locat exhaust to keep | Spechal .
Special Firs Fighting Procedures nulsance dust below TLV N/A
. N/A Mechanlcal (Generai) N/A - Other /A
Protective Gloves Eys Protection :
N/& . Recommended - See OSHA-29~CFR-1910-133
Unusual Fire and Explosion Hazards Other Protective Clothing or Equipment
N/A N/A
Work/Hygienic Fractices N/A

(Reproduce tocally) -

OSHA 174, Sepl. 1985
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