Material Safety Data Sheet

May be used 1o compiy with

OSHA's Hazara Communication Slandard.
29 CFR 1910.1200. Standard must be
consulted for spectfic requirements.

U.S. Department of Labor (
Qccupational Safety and Heaith Admimistratian ?)
(Non-Mandatory Form)

Form Approved
QM8 Na. 1218-0072

IDENTITY (As Used on Label and List}
Hi Lite Powder

Notc: Blank spaces are not permitted 1 any item /s not apgucasie. or No
infarmanon s avalable. the space must be marked o ingica’s that.

Section |

Manufacturer s Name

Shofu Dental Corporation

Emergency Telepnane Number

1-800-535-5053

Address (Number, Street, City, State. and ZIP Coae)
1225 Stone Drive

Telephons Numper for Information

760-736-3277

San Marcos, CA92078

Date Prepared
April 1, 1996

Signatute of Preparer (opuonas}

Section Il — Hazardous Ingredients/Identity Information

Hazarcaus Components (Specific Chemical Identity; Common Nameys))

Other Limits
OSHA PEL ACGIH TLV Recommenaed %% [opoonas)

Potassium Persulphinate (Oxone)

Manganese Sulfate Monohydrate

Hydrated Amorphous Silica

Poly {Methyl Ether Maleate K} Gentrez Ms-955

Guinea Green Dye

Section Ill — Physicat/Chemical Characteristics

Boung Pont
Higher than 100°C

Specific Grawity (HZ0 = 1)

Vapor Pressure (mm Hg.)

Melting Point
Very high

Vapar Density (AIR = 1)

Evaporaton Rate
(Butvi Acetate = 1) |

Salubility in Water
All but Silica are soluble

Appearance ana Odor
White Powder

Section IV — Fire and Explosion Hazard Data

Fiasn Point (Methoo Usea)

Flammabple Limits | LEL UEL

Exunguisning Meaia
Flush with water

Speciai Fire Fignting Procecures
None

Unusuat Fire ana Expiosion Hazards
Oxone is unstable over 100°C - See section V.

The total weight of each container is less than

6 grams which minimizes any danger.

{Reproauce iocally}

OSHA 174. Sept. 1985

Hi Lite Powder

Section V — Reactivity Data

Stabiity Unstabte Conditions to Avoid

Temperature over 100°C. Reacts with Hydrogen Peroxide.

Stable

Incompatibility (Materials to Avord)

"Hazardous Oecomposition or Byproducts

Conditions to Avoid

Hazardous May Occur
Can form explosive miature with 1% organic maetter ot 100°C.

Polymenzation

WK NoBeous N .
With peroxides, oxygen 15 released.

Section VI — Health Hazard Data

Route(s) of Entry: Inhalation? Skin? ingestion?
Possible Possible Possible

Health Hazards (Acute and Chronic)
Avoid inhaling or getting in eyes

Carcinogenici NTP? IARC Monographs? QOSHA Regulated?
ty eg
*Guinea Green No No Yes

*Meets criteria for proposed OSHA Medical Records Rule Fereac 47,30420

Signs and Symptoms of Exposure
kin or eye irritation

Medical Conditions
Generally Aggravated by Exposure Unknown

Emergency and First Aid Procedures
Eyes - lmmediately flush with large amounts of water for at least 15 minutes. Skin - Wash with water.

Ingestion - Drink plenty of water. Do not induce vomiting. See a physician.

Section VIl — Precautions for Safe Handling and Use

Steps to Be Taken in Case Matena! Is Released or Spilled
Add water, pick up with suitable material and flush down the drain.

Waste Disposal Method
Flush with water.

Precautions to Be Taken in Handling and Storing
Do not breathe or touch dry powder. Wear cubber gloves. Store in cool, dry place.

Refrigerate to prolong life.

Qther Precautions
Handling of the product exclusively by Dental Specialists according to instructions for use.

Section Viit — Controi Measures

Respiratary Protection (Specity Typej

Ventilation Local Exhaust Special
N/A

Mechanical (General) Other
N/A

Protective Gloves
Wear rubber gloves

Eye Pratection
Wear safety goggles

Other Protective Clothing or Equipment
N/A

Work/Hygienic Practices
N/A
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